This View: 1/2 Scale
USE 6" x 4" OR 6" x 5" PROP

TANK MAY BE MOUNTED OPPOSITE TO CYLINDER IF NOT INTEGRAL.
SAND TO STREAMLINE SECTION.

FOR TETHERED RUNNING USE 3-POINT BRIDLE, SUSPEND MODEL
THUS, TO DETERMINE LENGTHS.

OPTIONAL TETHER POINTS
18 S.W.G. WIRE:

1/4 SHEET OUTRIGGERS.

SILK PATCH, DOUBLE CEMENTED.

HYDROFOILS 20G. ALUMINUM.

1/16 SHEET CROSS-GRAINED.

PYLON EXTENDS TO BASE.

COMMERCIAL COCKPIT CANOPY.

RUDDER 20G. ALUMINUM.

BEND.

STREAMLINE NACELLE WITH SOFT SCRAP.

EXTENDED PYLON FOR RADIAL MOUNT.

HYDROFOIL INCIDENCE ADJUSTMENT.

BEAM MOUNT MOTORS ".03 DART" SHOWN.

RADIAL MOUNT MOTORS "WASP .049"
SHOWN.

TANK MAY BE HERE.

NOTE: BEARERS AND NACELLE 1/8" OFF CENTER.

3/32 PLY.

1/4 x 3/8 BEARERS

1/8 SHEET SIDES.